N360 25 INSTALLATION GUIDELINES LIGHTING
BL Neonview Suspended Clear Splice Kit sineetese

ATTENTION

Please note that these instructions are guidelines only and in no way * There is potential danger of electrical shock when operating electrical components
supersede any construction or installation standards, « Make sure power is turned off before installation

Local building and electrical codes should be consulted before installation « Allow for heat dissipation and adequate ventilation

Clear Suspended Splice Clip (1)

INSTALLATION LAYOUT

COMPONENTS

Aircraft Wire Set (1)

Wall Anchor (1)

screw (1)
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N360 25

BL Neonview

INSTALLATION GUIDELINES LIGHTING
Suspended Mounting Kit SINCE 1986

On the ceiling, draw the centerline for the desired

. N360 installation layout. Mark the mounting

. locations for the Aircraft Wire Set along the
centerline.

The recommended spacing between mounting
anchors is 18” (457.2 mm).

2.

Drill holes at the marked positions,
then insert the anchors.

3.

Unscrew the Cap from the mounting end of
the Aircraft Wire Set.
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N360 25

BL Neonview

INSTALLATION GUIDELINES LIGHTING
Suspended Mounting Kit SINCE 1986

4.

Position the Cap over the installed Anchor, then fasten
it using the supplied Screw.

¢ Repeat for each mounting location.

5.

Insert the Aircraft Wire Set into the installed Cap.
Rotate it clockwise until it is securely locked in place.

Insert two N360 products into the ends of the Clear
Suspended Splice Clip.

Ensure that the side lead cable passes through the
slot on the side of the clip.
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BL Neonview Suspended Clear Splice Kit st teee

7.

Attach the Clear Suspended Splice Clip to the Aircraft
Wire Set.

Then rotate Cable Gripper counter-clockwise until the
Splice Clip is fully locked.

8.

To shorten the distance between the ceiling and
the light fixture, push the cable towards the Clear
Suspended Splice Clip.

9.

To extend the distance between the ceiling

and the light fixture, press the tip of the metal
adjustment mechanism and pull the cable away
from the Clear Suspended Splice Clip.
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N360 25 INSTALLATION GUIDELINES LIGHTING
BL Neonview Suspended Clear Splice Kit st teee

10.
Adjust the position of the light fixture.
Secure the fixture by fastening the two supplied

Flat-head Screws through the small mounting holes
of the Clear Suspended Splice Clip.

1.

After confirming the height and position of the N360
product, cut the excess Aircraft Wire if needed.

12.

Done.
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