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INSTALLATION GUIDELINES
Suspended Splice Kit

N360 25 
BL Neonview

Please note that these instructions are guidelines only and in no way 
supersede any construction or installation standards.

Local building and electrical codes should be consulted before installation.

ATTENTION
• There is potential danger of electrical shock when operating electrical components.

• Make sure power is turned off before installation.

• Allow for heat dissipation and adequate ventilation.

COMPONENTS

INSTALLATION LAYOUT

Connector Ring (2)

Connector (1)

Flat-head Screw (8)
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3. 

Install the provided Flat-head Screws and tighten them 
evenly to secure the Connector to the fixture.

3

1.

Slide one Connector Ring onto the end-cap 
side of the N360 Product.

1

End Cap Side

2.

Slide the Connector onto the lead-wire side of 
the N360.

Align the U-shaped Slot with the lead wire, so 
the wire passes through the slot without being 
pinched.

2

Lead Wire Side
U-shaped Slot
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4. 

Turn the first Connector Ring counterclockwise, 
as viewed from the Connector end, until it is snug 
against the Connector. Do not overtighten.
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5. 

For a Linear Installation, repeat Steps 1-3 to 
connect another N360 product. 

For a Loop Installation, repeat Steps 1-3 to 
connect the End Cap Side of the same fixture.
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6.  

Tighten the second Connector Ring by turning it 
clockwise, as viewed from the opposite Connector 
end, until it is snug against the Connector. Do not 
overtighten.  
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Loop Installation

Linear Installation
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7. 

Verify that both Connector Rings are fully secured, 
all screws are tightened evenly, the lead wire is not 
pinched, and both N360 fixture sections are properly 
aligned. Restore power only after completing the final 
inspection.  
 
Done.
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