BLneonVIEW ACCESSORIES | LIGHTING

Accessories

Surface Mounting Clip
8 Length Width (A Height (B
% ]] Part# 9 ‘ @) ‘ ght (8) Material
Inch (mm)
]

NVSL CPS 0.79 (20) 0.80 (20.2) | 0.82(20.8) | Aluminum

Surface Mounting Channel
8 Length Width (A Height (B
H] Part# g ‘ @) ‘ ght (B) Material
Inch (mm)
L. ]

39.37 (1000) | 0.80(20.2) | 0.82(20.8) | Aluminum

A1
Recessed Mounting Clip

Length \ width (A1) \ width (A2) \ Height (B) .
8 Part# Material
Inch (mm)
- NVAIR{eAN | 39.37 (1000) | 118 (30) 0.80(20.2) | 0.82(20.8) | Aluminum

Al
Recessed Mounting Channel

Length Width (A1) | width (A2) | Height (B
8 Part# g ‘ (a) ‘ (a2) ‘ 9 ® Material
Inch (mm)
o OVAIRHeL BN | 39.37 (1000) | 118 (30) 0.80(20.2) | 0.82(20.8) | Aluminum

Composite Mounting Clip
Length Wwidth (A Height (B
° Part# 9 ‘ @) ght (8) Material
Inch (mm)
A NVSLCCP 1.38 (35) 0.79 (20) | 0.93(23.5) | Composite

Composite Mounting Channel

B Length ‘ Wwidth (A)

Height (B
Part# 9 ()

Material
Inch (mm)

39.37(1000) | 0.79(20) | 0.93 (23.5) | Composite

Flexible Mounting Channel

Height (B)

Length ‘ Width ()
Inch (mm)

DAAINGCL EVN 39,37 (1000) | 0.80 (20.2) | 0.82(20.8) | Aluminum

Surface Stainless Steel Mounting Clip

Part# Material

Ted2

B Length ‘ Width (A) ‘ Height (B) .
Part# Material
—_— Inch (mm)
Stainless
A NVSLCP ST 1.38(35) | 0.73(18.5) | 0.76 (19.2)
Steel
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- 45° Mounting Channel Adaptor

Length Width (A Height (B
Part# 9 ‘ @) ‘ ght (B) Material
. Inch (mm)

NV MA 45 AL IR RETE)] 1.65(42) | 0.87(22) | Aluminum

L Bracket Mounting Adaptor

A \ B \ c )
Part# Material
Inch (mm)

NVMALB 2.76 (70) 0.79 (20) 0.98 (25) | Aluminum
[}

A
— 180° Adjustable Mounting Channel Adapter
|-
| A | B | c | D )
n e b Part# Material
AN Inch (mm)
[o)e]
. L o | NV MA 180 1.77 (45) 1.65 (42) 1.57 (40) 0.94 (24) | Aluminum
L s |
B IP68 Submersible Feed Connector
A ST A B c \ D .
Part# Material
Inch (mm)
[

NVSL EC FL 1.23 (31.2) 2.05 (52) 1.97 (50) | 2.46 (62.5) | Stainless Steel

=3

IP68 Submersible End Cap

A
A | s | < | o _
Part# Material
Inch (mm)
DVEIAEe | 1.23(31.2) | 2.05(52) | 1.97(50) | 2.46 (62.5) | Stainless Steel

BL LIGHTING Solid State Lighting is sensitive to power fluctuations. Surge protection is highly recommended For more information,

for all LED lighting products and should be on a dedicated circuit to protect against prema- please downlad the

ILLUMINATE EVERYTHING ture failure. Lack of surge protection may void your warranty. BL LIGHTING catalog

11 - 8838 Heather St. Vancouver, BC. Canada. V6P 358 Designed & Assembled in North America.

P:1-604-874-4405 E: info@bllighting.com Specifications subject to change without notice. Please refer to our website at bllighting.com bllighting.com
Copyright © BL INNOVATIVE LIGHTING. All Rights Reserved. for current technical data.



https://bllighting.com/wp-content/uploads/bl_lighting_catalog_01.pdf
https://bllighting.com/
https://bllighting.com/wp-content/uploads/bl_lighting_catalog_01.pdf

