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CR8 RGBW
BL Areacircular 

CLIENT

PROJECT NAME

LOCATION

DATE

Lighting

Power 72W

Beam Angle 20°, 35°, 45°	

Average Life 50,000 Hours

Electrical

Controls DMX, RDM

Input Voltage 120-277VAC

Input Freq. 50/60Hz

Control
Max. Series (Units)

DMX: 32

Power
Max. Series (Units)

120V 240V

13 29

Mechanical 

Housing Construction 6063 Aluminum Alloy

Mounting Wall / Floor

Dimensions (mm) W:9.98” x D:4.33” x H:10.8” (W:254 x D:110 x H: 273.5)

Accessories

PCE CR8 Power Cable Extension 3-Pin (5FT, 15FT, 30FT)

DMX 3PE CR8 Power+Control Cable Extension 3-Pin (5FT, 15FT, 30FT)

DMX 6PE CR8 Power+Control Cable Extension 6-Pin (5FT, 15FT, 30FT)

TJ6 CR8 T-Joint, 6-Pin to 3-Pin Power and Data

Environmental

Operating Temperature -4°F to 122°F (-20°C to 50°C)

Ingress Protection IP66

Certifications ETL, CE, RoHS Compliant

CCT/Color RGBW4000K Red Green Blue White

Power W/unit 72

Lumens lm/unit 3053 1621 2717 500 4474

Efficacy lm/W 42 22 38 7 62

Performance

Ordering

Product Detail

CR8 RGBW deliver vibrant, full-color illumination with precise static white and RGB color mixing 
for architectural and outdoor applications. With a 72W output and selectable 20°, 35°, and 45° 
beam angles, it provides accurate and dynamic light distribution for a wide range of uses. Its 
rugged aluminum housing, IP66 rating, and wide operating temperature range ensure reliable 
performance in demanding environments. Supporting DMX/RDM control, the CR8 RGBW offers 
flexible lighting options and is suitable for wall or floor-mounted installations.

Up to 4474 lm/unit 120-277VAC

Product Code

CR8C

Control

DMX

RDM

IP Rating

IP66

Series

L

CCT/Color

RGBW(2700K)

RGBW(3000K)

RGBW(4000K)

RGBW(6500K)

Beam Angle

20°

35°

45°

Finish

BK = Black

DG = Dark Gray

GR = Gray

WH = White

5
YEAR

WARRANTY

RoHS
IP66

DMX ColorMax
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3.46”
(88mm)

9.68”
(245.8mm)

0.87”
(22.2mm)2.42”

(61.6mm)

2.40”
(61mm)

0.79”
(20mm)

2.24”
(57mm)

Connector Accessories

T-Joint 6-Pin to 3-Pin Power and Data

Dimensions

9.98”
(254mm)

Ø9.73”
(Ø247.6mm)

10.5”
(266.5mm)

4.33”
(110.0mm)

2.76”
(70mm)

10.8”
(273.5mm)

2.75”
(70mm) Ø0.39”

(Ø10mm)

2.75”
(70mm)

1.77”
(45mm)

10.5”
(266.5mm)

TJ6 CR8
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