Claro 3 INSTALLATION GUIDELINES LIGHTING

SINCE 1986
BL Flexsheet

PRODUCT OVERVIEW

Terminal Block LED Chip Bonding Pad

00€T .00€T L 00€T L 00fT L00¥T L 00¥¢T L0
RS RCE B RS RS RCH. B RCHLROL IR RR CE B

218007

ES

2%

£ 00,7

A}é/

~ 00,

00 \//Qg\\//gg\\//og\
R RN K BNt

) 00/,1\\00//,1\\05’/,1\0\ ),

24"
(610mm)
Screw Mounting Holes Cutting Line
7/ N
~00 Q&R
/ - N "
oumS !
N,
<00 | (25.4mm)
N 7
1"
(25.4mm)
BLLIGHTING Solid State Lighting is sensitive to power fluctuations. Surge protection is highly recommended For more information,
for all LED lighting products and should be on a dedicated circuit to protect against prema- please download the
ILLUMINATE EVERYTHING ture failure. Lack of surge protection may void your warranty. BL LIGHTING catalog
1 - 8838 Heather St. Vancouver, BC. Canada. V6P 358 Designed & Assembled in North America.
P:1-604-874-4405 E: info@bllighting.com Specifications subject to change without notice. Please refer to our website at bllighting.com bllighting.com 1

Copyright © BL INNOVATIVE LIGHTING. All Rights Reserved. for current technical data.



Claro 3 INSTALLATION GUIDELINES LIGHTING
BL Flexsheet SINCE 1986
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INSTALLATION

3M Double Sided Tape

Measure and cut the needed size and shape of Claro 3
LED sheet according to the cutting lines.

NOTE: To ensure a long lasting bond, it is recommended
to run an alcohol wipe along the inside of the mounting
box, and allow it to dry completely prior securing Claro 3.

2.

Claro 3 is supplied with pre-applied 3M Double Sided
Tape on the back. Due to the modular cut design,
adhesive coverage may be discontinuous in certain
configurations.

Apply additional double sided tape as required based
on the back of the final cut size to ensure proper
adhesion.
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3.
Remove protective layer from tape to expose adhesive.

Apply steady, even pressure to secure Claro 3 in place
by 3M Double Sided Tape.
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