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Solid State Lighting is sensitive to power fluctuations. Surge protection is highly recommended 
for all LED lighting products and should be on a dedicated circuit to protect against prema-
ture failure. Lack of surge protection may void your warranty. 

Specifications subject to change without notice. Please refer to our website at bllighting.com 
for current technical data.

Designed & Assembled in North America.
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Product Detail

DL2 is a focusable fiber optic downlight end fixture designed for precision accenting in 
architectural and display settings. It features a domed lens that provides a focusable beam 
range of 20° to 45° for tailored illumination. Designed for recessed mounting, it is secured 
through the ceiling with spring clips and supports fiber sizes from 0.08” (2mm) to 0.32” (8mm). 
Suitable for use in a variety of environments, including wet areas and saunas, the DLS2 
provides a durable, professional-grade finish for fiber optic installations.

Product Code

DLS2

Series

SN

Lighting Beam Angle 20° to 45°

Mechanical

Housing Construction Aluminum, Stainless Steel or Polycarbonate/ABS

Optics Ø1.02” (Ø26mm) Domed Clear Focusing Lens

Mounting Recessed, Held by Springs

Mounting Hole Size Ø1.57” (Ø40mm)

Min/Max Fiber Size 0.08” to 0.31” (2mm to 8mm)

Weight
Aluminum: 0.1lb (44.4g)
Polycarbonate: 0.04lb (18.8g)
Stainless Steel: 0.23lb (106.4g)

Environmental
Operating Temperature 14°F to 113°F (-10°C to 45°C)

Ingress Protection IP65

Finish

SS = Stainless Steel

CH = Chrome

BK = Black

WH = White

Optics
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