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L1 RGBW
BL Flexform

CLIENT

PROJECT NAME

LOCATION

DATE

LINEIP65 DMX
Lighting

Lamp SMD3535 RGB, SMD2835

LED Qty 60 Diodes/ft (197 Diodes/m)

Beam Angle 120°

Average Life 50,000 Hours

CCT Binning White: Two Closest Bins

Electrical

Controls DMX

Input Voltage 120VDC

Max Input Current  6.5mA/ft (21.33mA/m)

Min Power Draw 6.5mA

Connections
5 x 18AWG:  
Standard: 2ft (0.61m),  
Max: 29.5ft(9m)

Input Freq. 50/60Hz

Power Factor 0.9

Mechanical 

Housing Construction PVC Jacket

Min Bend Radius 3” (76.2mm)

Mounting Mounting Channel, Mounting Clip

Environmental

Operating Temperature -4°F to 104°F (-20°C to 40°C)

Ingress Protection IP65

Certifications ETL, RoHS

Performance

Ordering

Continuous run lengths up to 164ft (50m) are achievable on a single plug with our flexible, 
120V LED ribbon. Perfect for architectural accents and certified for indoor and outdoor use 
with an IP65 rating, easily add highlights to soffits, coves, under cabinets, bar shelving, and 
displays in commercial, residential, and retail environments. L1 RGBW combines SMD3535 
RGB and SMD2835 white diodes to deliver vivid color-changing effects and a consistent 
3000K white output. It produces uniform lighting up to 122 lm/ft, is simple to install with 
mounting clips or channel, and is ETL and RoHS listed.

Up to 122 lm/ft 164ft on a single plug

Product Code

L1C

Input Voltage

120

IP Rating

IP65

Series

F

RoHS

Product Detail

CCT/Color  RGBW(3000K)

Power W/FT (W/m) 3 (9.84)

Lumens lm/FT (lm/m) 122 (400)

Efficacy lm/W 41

Increment inch (mm) 12 (305)

Max. Length ft (m) 164 (50)

CCT

RGBW(3000K)

Connection

HW

PG
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L1 RGBW
BL Flexform

Dimension

Termination

LNRGBWTK65
End Cap

Lead Options
Jumper

LNRGBWJC65

Slim Channel

FFLNC NCH
Square Channel

FFLNC SCH

Mounting Clip

FFLNC CP

Mounting Option Details

1.13” 
(28.6mm)

0.51” 
(13mm)

0.51” 
(13mm)

0.51” 
(13mm)

0.51” 
(13mm)

1.32” 
(33.6mm)

1.12” 
(28.5mm)

1.15” 
(25.4mm)

0.59” 
(15mm)

1.12” 
(28.5mm)

1.15” 
(25.4mm)

1.17” 
(29.8mm)

1.18” 
(30mm)

0.96” 
(24.5mm)

0.97” 
(24.6mm)

1.13” 
(28.6mm)

1.04” 
(26.5mm)

1.08” 
(27.5mm)

Max Length 
164ft (50m)

Increment :  
12” (305mm) - 60 LEDs

10ft 
(3m)

Standard  
10ft (3m)

Standard  
2ft (0.6m)

1.04”
(26.5mm)

1.08”
(27.5mm)

0.49” 
(12.5mm)

0.49” 
(12.5mm)

0.32”
(8.2mm)

0.57”
(14.5mm)

0.93” 
(23.5mm)

0.37” 
(9.4mm)

NOTE:  Lead wire length can be customized to suit specific installation environments and application requirements.*

* *

http://bllighting.com
https://bllighting.com/wp-content/uploads/bl_lighting_catalog_01.pdf
https://bllighting.com/
https://bllighting.com/wp-content/uploads/bl_lighting_catalog_01.pdf

	CLIENT: 
	PROJECT NAME: 
	LOCATION: 
	DATE: 
	CCT/Color 8: 


