L1 RGBW WIRING LIGHTING

SINCE 1986
BL Flexform

WARNING

Please note that these instructions are guidelines only and in no «This product is 120V HIGH VOLTAGE LED TAPE. High voltage flows through the strip and connectors.

way supersede any construction or installation standards . . .
« There is a severe danger of electrical shock when handling these components.

Local building and electrical codes should be consulted before

installation. * NEVER connect, cut, or extend the strip while the power is on. Make sure the main power supply is turned off

before installation

DMX CABLE (DMX IN) Decoder RDMV4 LIRGBW
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AC PMX512&RNM Controllor
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If it is the last decoder, a DMX connector
with a termination resistor is required.
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DMX 3 Pin Male Connector

- To Master Controller
- To Previous Decoder RDMV4

POWER CABLE

To Power Supply
(100 - 240 VAC)

L1 RGBW

DMX CABLE

DMX 3 Pin Female Connector
To Next Decoder RDMV4

DMX 3 Pin Male Connector DMX CABLE
To Previous Decoder RDMV4

DMX 3 Pin Connector

To Next Decoder RDMV4

If it is the last decoder,
a DMX connector with a termination
resistor is required.

n DMX 3 Pin Female Connector

E DMX 3 Pin Male Connector

[1] Pin1 : DMX-
[2]pin2  :DMx+

|E| Pin 3 :Common

L1 RGBW

POWER CABLE

To Power Supply
(100 - 240 VAC)

DMX CABLE Green (D-)
shield (D+)
Black (Common)
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